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The art of handling air

WGK

CU PROFIL INGUST AL LAMELEI

Grile de exterior ca protectie a sistemelor de aer conditionat impotriva
patrunderii directe a ploii, frunzelor si pasarilor in prizele de aer proaspat
si de evacuare

e Latime maxima 1997 mm, inaltime maxima 1997 mm

e Presiune diferentiala mica datorita profilului aerodinamic al
lamelelor

e Zgomot redus de aer regenerat

e Toate datele aerodinamice sunt masurate in laboratoare
aerodinamice si acustice

e Disponibile la dimensiuni standard si numeroase dimensiuni
intermediare

e Montare simpla si rapida datorita profilului perimetral

Echipamente optionale si accesorii
e Contracadru de montaj

e Plasa de insecte
e Vopsita sau anodizata

Aplicatie

Aplicatie
e Grile de exterior de tip WGK cu profil ingust al lamelei, pentru prizele de aer proaspat si evacuare ale sistemelor de aer conditionat

e Protectie contra patrunderii directe a ploii precum si contra frunzelor si pasarilor
e \iteza recomandata pentru prizele de aer proaspat: 2 - 2,5 m/s max.

Caracteristici speciale


https://www.trox.ro/
https://www.trox.ro/
https://www.trox.ro/produse-8149ce25b51332f9
https://www.trox.ro/produse/grile-de-exterior---lamele-de-jaluzele-3572ab7fb97c29ee
https://www.trox.ro/grile-de-exterior---lamele-de-jaluzele/grile-de-exterior-a9c7def157f6984c
https://www.trox.ro/grile-de-exterior/external-weather-louvres-2762f9f50cc5331f
https://www.trox.ro/external-weather-louvres/wgk-84a864873310ec31

e Presiune diferentiala mica si zgomot redus de aer regenerat datorita profilului aerodinamic al lamelelor
e Montare simpla si rapida datorita profilului perimetral
e Sectiune transversala libera de aprox. 60 %, cu plasa de insecte aprox. 45 %, pe baza B x (H - 0,028 m)
e Fara silicon
Descriere a

Constructie
Aluminiu
1: Cu plasa de insecte, otel galvanizat

L]
L]
e 3: Cu plasa de insecte, otel inoxidabil
e U: Cadru fara gauri de fixare

1, 3 poz fi combinate cu U

Componente si caracteristici

e Cadru

e Lamele normale si lamela de baza

e Plasa de sarma

e Plasa de insecte optionala

e Montant de stabilizare vizibil de la B = 597 mm, doi montanti de la B = 1198 mm, trei montanti de la B = 1797 mm
Accesorii

e Contarcadru: Contracadru pentru montarea simpla si rapida a grilelor de exterior

Caracteristici ale modelului

Cadru, grosimea materialului 1,3 mm

Lamele, grosimea materialului 1,35 mm

Sectiune transversala libera de aprox. 60 %, cu plasa de insecte aprox. 45 %, pe baza B x (H - 0,028 m)
Plasa de sarma in spate, cu ochiuride 6 x 6 x 0,63 mm

Plasa de insecte optionala in spate, cu ochiuri de 1,25 x 1,25 x 0,4 mm

Cadru cu gauri de fixare

Materiale si suprafete

e Cadru, lamele si montanti de stabilizare confectionate din profiluri de aluminiu extrudat, material nr. EN AW-6060 T66, anodizate dupa standardul
EURAS, E6-C-0, culoare naturala

e Plasa de sarma confectionata din otel galvanizat

P1: Vopsit, culoare RAL CLASSIC

e PS: Vopsit, culoare NCS sau DB
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Schematic illustration of WGK-AL
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(1) Border

(2 Regular blades

(3) Bottom blade

(@ Fixing holes

(& Wire mesh; additional insect screen as an
option

® Reinforcing strut from H = 597

(7) Stabilising mullion from B = 597

Nominal sizes. 97 % 97 - 1997 x 897mm / 1187 x 1997 mm
|Volume flow rate range 15-5830Vs at 2.5 mis
|Volume flow rate range 54-21204 m*hat 2.5 mis
Free area Approx. 60 % (with insect screen approx. 45 %)
| Total differential pressure — exhaust air 30Paat25m's
|Total fresh air 35 Paat2.5m's|




Quick sizing - volume flow rate at 2.5 m/s

Width [mm]
Height a7 147 187 297 397 487

mm Vs |m¥h | Us m¥h| Vs mh| s (mY%h| Vs [m¥h| lis | m¥h

7 15 54 25 80! 35 126 50{ 180 70| 252 85| 306
147 108 45| 182] 60 216 90| 324) 120| 432 150 540
197 40( 144 60| 216| 85 308 125 450 170| 612 210| 756
247 198 B0| 2B8| 110, 396| 165 584| 215 774| 270| 972
297 65| 234) 100, 360/ 130 468 200, 720| 265 954| 335 1206
347 75| 270| 115 414| 155 558 235 B4B6| 315 1134 395 1422
397 90| 324 135/ 4B6| 180 648 275 800| 365 1314| 460| 1656
447 100 360] 155 558] 205 738[ 310] 1116] 415 1404] s520] 1872
497 115| 414| 170 &12] 230 B28| 350 1260 465 1674 585 2106
597 140| 504| 210/ 756| 280 1008| 420 1512 b5B5| 2034 705 2538
797 185 666 285 1026] 380] 1368] 570) 2052] 765 2754 955 3438
997 235 848 355 1278| 475 1710 720| 2502| 060 3456| 1205 4338
1197 2B5| 1026 430 1548) 575 2070| 870 3132 1160 4176| 1450 5220
1397 330 1188] 505| 1818 675 2430[ 1015] 3654] 1360 4898) 1700] 6120
1597 380| 1368] 575| 2070 775| 2790] 1165 4194] 1555| 5508[ 1950] 7020
1797 430| 1548| ©650| 2340| 870) 3132| 1315 4734) 1755 6318| 2200 7820
1997 475| 1710 725) 2610| 970 3492| 1460 5258 1955 7038| 2445 8802

WGK-AL
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WGK-AL-3-U / 1197x797 / ER / P1 -RAL ...

& W

[1] Type

WGK External weather louvre with small blade

pitch
Waterial

AL Ancdised aluminium

[3] Construction

No entry: wire mesh, galvanised steel

1 Insect screen, galvanised steel

3 Insect screen, stainless steel
u Barder without fixing holes
1, 3 can be combined with U

[@] Neminal size [mm]
BxH

[5] Installation subframe

No entry: none

ER  With (not for construction U}

[6] Surface

No entry: anodised to EURAS standard,
E6-C-0, 53, natural colour

P1 Powder-coated,

RAL CLASSIC colour

PS Powder-coated, DB colour
82 Anodised to EURAS standard, E6-C-... (31

to 35)

Gloss level:
RAL 901050 %
RAL 9006 30 %

All other RAL colours 70 %
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