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SERVOMOTOARE DESCHIS/INCHIS

PENTRU DESCHIDEREA S| INCHIDEREA CLAPETELOR
DE INCHIDERE iN SISTEME DE AER CONDITIONAT

Servomotoare pentru tipurile de clapete de inchidere AK sau AKK

e Modificarea pozitiei lamelei clapetei pentru doua situatii diferite de
operare

e Tensiune de alimentare 24 V AC/DC sau 230 V AC sau presiune de
operare 1 bar

e Reglare semnal intrare: 1 conductor reglare sau 2 conductori
reglare (3 puncte)

e Potentiometru sau opritoare mecanice

e Pot fi echipate ulterior

Aplicatie

Aplicatie

e Servomotoare pentru deschidere si inchidere
e Deschiderea si inchiderea clapetelor de inchidere de tip AK sau AKK

Descriere

Componente si caracteristici

Opritoare mecanice pentru setarea pozitiilor lamelei clapetei
Operare electrica sau pneumatica
Protectie la suprasarcina
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e Semnal de intrare comanda: comanda cu 1 fir, comanda cu 2 fire (in 3 puncte) sau comanda pneumatica


https://www.trox.ro/
https://www.trox.ro/
https://www.trox.ro/produse-8149ce25b51332f9
https://www.trox.ro/produse/unit%25C4%2583%25C5%25A3i-de-reglaj-7ff1ab902c013888
https://www.trox.ro/unit%25C4%2583%25C5%25A3i-de-reglaj/%25C3%25AEnchidere-%25C5%259Fi-restric%25C5%25A3ie-d486703cf02a1523
https://www.trox.ro/%25C3%25AEnchidere-%25C5%259Fi-restric%25C5%25A3ie/actuators-89da4eccf027a550
https://www.trox.ro/actuators/open-close-actuators-ac433a677cd9362b

e Optional servomotor cu mecanism de revenire cu arc pentru functionarea in siguranta a lamelei clapetei
e Comutator auxiliar optional pentru captarea pozitiilor de capat

INFORMATII TEHNICE

1-wire control
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Switch functions

51 closed: Direction of rotation 1
S1 open: Direction of rotation 2
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Direction of rotation 1: Open shut-off damper
Direction of rotation 2: Close shut-off damper

Actuators for Type AK or AKK shut-off dampers

Order code detail Auxlitary
er code
Part number Model Supply voltage | Part number Model
B30 M466DUS LM24A 24V - -
Baz M4660U5 LM24A 24V M536AI3 S2A
B40 M4sEDU4 LM230A 230V - -
B42 M4BEDU4 LM230A 230V MB3BAIZ S2A
NF24A spring - -
L MABEETO | atum actuator 24V
NF24A-52 spring
BP2 M466ET2 T 24V integrated
MFA spring return 24-240V AC _ _
e M4SeET1 acluator|  24-125VDC
NFA-S2 spring 24-240V AC q
(a2 MA4EBETS | (olum actuator| 24 -125V DC LT
Pneumatic
TNO B5550C2 control 0.2 -1 bar -



https://www.trox.ro:443/
https://www.trox.ro/contact-ca1e23a61a6379f2
https://www.trox.ro/side-services/imprimare-6fe0b66259032abb
https://www.trox.ro/side-services/livrare-%25C5%259Fi-termeni-de-plat%25C4%2583-0c6cf95cac120ca8
https://www.trox.ro/side-services/politica-noastr%25C4%2583-de-confiden%25C8%259Bialitate-2e213257707865a5
https://www.trox.ro/side-services/renun%25C5%25A3are-c92a5ba6afbcc73f
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